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Before you start:

A Monitor must be installed and conpgured to
measure total consumItion.
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English

Follow these steps to integrate with
Monta:
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Get Monta ID
-n the Monta Iortal you need to locate the LBoad
”alancingD section under LSite ,etailsD. You need
to copy the entire "Site Identimer" nubger to
then ge entered into the Eneaic spp.

Monta portal

-n the Enegic aIIQ go to
Settina,R Licen,e,.

Scan the RG code on the
included integration
license.

Co to Settina,R
weporter, and Add neM
weporter.

Select vonts as the
tyIe of reIorter from
the list.

Enter an aIIroIriate
name such as LMonta
charge controlD.

ToIy the Monta LSite
-dentiperD number from
the Monta Iortal and
Iaste into the Enegic
aII in the -, peld.

Ensure the correct
Enegic monitor is
selected as total
consumItion
measurement.

xhen Iress Ssöe.

Eneaic vonitor i, noM intearsted Mith vonts

xhe charging bo()esö in the Monta installation you
have integrated with now retrieve Iower values ��from

EnegicQ which enables a safe and efpcient Iower
outIut.



Följ dessa steg för att integrera med
Monta:

Hämta Monta-ID
- Monta“Iortalen behåver du leta reda Ij LBoad
”alancingD“sektionen under LSite ,etailsD. Sedsn
gehköer du lopiers he“s ”Site Identimer-f
nubret äkr stt d.reäter l“i,trs in i Eneaicf
sppen.

Monta-portalen

- Enegic“aIIenQ gj till
In,t.““ninasrQ Licen,er.

Skanna RG“koden Ij
den medfåläande
integrationslicensen.

Cj till In,t.““ninasrQ
wspportkrer och L.aa
ti““ ny rspportkr.

VKlä vonts som tyI av
raIIortår frjn listan.

SKtt ett lKmIligt namn
får raIIortåren.

/oIiera Monta LSite
-dentiperD“ numret frjn
Monta“Iortalen och
klistra in i Enegic“aIIen
i -,“fKltet.

/ontrollera att rKtt
Enegic Monitor“enhet Kr
angiven som mKtenhet
får totalfårbrukning.

xryck sedan Ij Spsrs.

Nu .r Eneaic vonitor intearersd bed vonts

 Baddbo(en2laddbo(arna i Monta“installationen du
integrerat med hKmtar nu effektvKrden frjn Enegic
vilket måäliggår ett sKkert och effektivt effektuttag.
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Innan du sätter igång:

En Monitor ska vara installerad och konpgurerad får
mKtning av totalfårbrukning.
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